Caterpillar quick coupler CW40 - H.4.N. (mechanic)

Amount of previous

owners

Brand Caterpillar
Certificates EPA, CE
Condition Info/Guarantee

Country Netherlands
Damaged

Delivery terms EXW

Emission level
Engine Manufacturer
Extra options Ex demo

Fits to following machines 319 -320-321 - 323 - 325 - 340LRE
M318 - M320 - M322

Full service history

General grade (1 min-5 5
max]

Inspection report
Internal stock no. QC.03

Latest inspection

Machine Location Haaften, Gelderland
Manufacturing / Serial 315724
number

Model Cw40-H.A4.N.



Model description

Other information

Product link
Production country

Transport dimensions
(LxWxH])

Transport weight

Year of manufacture

319-320-321 - 323 - 325 - 340LRE
M318 - M320 - M322

Caterpillar mechanic Quick Coupler CW40
Pin: 80,80 Stick width: 311 HOH: 445 CAT
'B1' Linkage Suitable for CAT 319 - 320
-321 - 323 - 325 - 340LRE M318 - M320 -
M322 or with a matching stick width

NL

m

250.00 kg
2015

RIVERLAND
EQUIPMENT BV

RIVERLAND EQUIPMENT BV
Hertog Karelweg 21
NL 4175 LS Haaften
The Netherlands

T: +31 418 654000
F: +31 418 651623

E: info@riverlandequipment.com
E: sales@riverlandequipment.com

-



http://www.tcpdf.org

