
Liebherr SW48 hydraulic tilt bucket set incl. quick coupler

Amount of previous

owners

Brand

Bucket capacity  cm3

Bucket type

Certificates

Condition

Condition Info/Guarantee

Country

Delivery terms

Emission level

Engine Manufacturer

Fits to following machines

Full service history

General grade (1 min - 5

max)

Inspection report

Internal stock no.

Latest inspection

Machine Location

Manufacturing / Serial

number

Max. dig depth  cm



Model

Model description

Other information Riverland Equipment BV offers you from

stock: Complet set of tilt buckets including

quick coupler to suit Cat CB linkage and

SWA48 One x [1] Liebherr quick coupler

Linkage stick: CAT CB pin 90/90 width 351

Linkage bucket: SWA48 Pin 70/70 width:

480 One x [1] tilt bucket with straight edge

blade One x [1] tilt bucket with teeth one x

[1] standard digging bucket with teeth Fits

on model: CAT 324 / 325 / 329, Liebher

R912 / R914HDSL / R914B / R914 /

R924 B / R924HDSL / A914B Li / A914

Li / A924B Li / A924 li / A934B Li or

other types with the right linkage. Need

another configuration? Contuct us about the

possibilities to find the right linkage bucket

combination for your model.

Product link

Production country

Required hydraulic flow  l/min

Transport dimensions

(LxWxH)

 m

Transport weight  kg

Working pressure  bar

Year of manufacture

RIVERLAND EQUIPMENT BV
Hertog Karelweg 21
NL 4175 LS Haaften

The Netherlands

T: +31 418 654000
F: +31 418 651623

E: info@riverlandequipment.com
E: sales@riverlandequipment.com

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

